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Chapter HFS 172

SAFETY, MAINTENANCE AND OPERATION OF
PUBLIC POOLS AND WATER ATTRACTIONS

Subchapterl — Administration Subchapter 1l — Staffing Pools
HFS 172.01 Authority and purpose. HFS 172.20 Operator.
HFS 172.02 Applicability. HFS 172.21 Responsible supervisor
HFS 172.03 Approved comparable compliance. HFS 172.22 Lifeguards and attendants.
HFS 172.04 Definitions. HFS 172.23 Lifeguard and attendant placement andfistgfrequirements.
HFS 172.05 Permits. HFS 172.24 Instructional programs.
:Eg i;gg? Ee?S' t Subchapter IV — Operation and Management
) niorcement. . . HFS 172.25 Permissible patron load.
HFS 172.08 Suspension or revocation of permit. ;
. HFS 172.26 Rescue equipment.
HFS 172.09 Appeals of actions by the department. HFS 172.27 First aid supplies
HFS 172.10 Appeals of actions by agent health departments. HFS 172:28 Food and drink. ’

HFS 172.29 Posting pool and water attraction rules.
HFS 172.30 Pool closing criteria.

HFS 172.31 Fecal accident response.

HFS 172.32 Monthly reports and records.

HFS 172.33 Facility maintenance, repair and sanitation.

Subchapter Il — Water Treatment Systems and \&ter Quality
HFS 172.1 Recirculation system.

HFS 172.12 Labeling, storing, mixing, and handling chemicals.
HFS 172.13 Disinfectant feeders and filter aid equipment.
HFS 172.14 Disinfectant feeding and residuals.

HFS 172.15 Alternative disinfection systems. Subchapter V — Pool, Slide, and \ater Attraction Construction and Design
HFS 172.16 Water quality HFS 172.34 Pool design.

HFS 172.17 Water test kits. HFS 172.35 Waterslide and pool slide design.

HFS 172.18 Water testing frequency HFS 172.36 Water attraction, play features, and slide design.

HFS 172.19 Water supply and temperature. HFS 172.37 Maintenance, repaiand modifications of water attractions.

Notﬁt tChaHpgeSr ?7523 172 as Itt eg;ted sm NO\t/)emfe{ gé)éilsgs%l%?vgas repealed atiye will achieve results which are closely equivalent to the results
newchapter was creal ve Decembper 1, was renum H H 7 H

beredChapter HF272 under s. 13.93 (2m) (b) 1., Stats., and corrections made ungér“teral appllcathn of the requirement.

s5.13.93 (2m) (b) 6. and 7., Stats., Regislanuary1997, No. 493; correctiomade (2) An alternative approved under sub. (1) ratythe depart

unders. 13.932m) (b) 7., Stats., Registérugust, 1998, No. 51ZR 06-086: r and ‘e di i it R
recr. ch. HES 172, Register Auigust 2007 No. 620, eff. 3~1-08. mentsdlscrgtlon, be_made _condltlonal for any of the following:
(a) A defined period of time.

Subchapter| — Administration (b) Experimental or trial purposes.
History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.

HFS 172.01 Authority and purpose.  This chapteiis .
promulgated under the authority of ss. 250.04 (1) and (7) andHFS“ 17.2'94 Delfyl’nltlons. . ith a deoth
254.47 Stats., to regulate theaintenance and operation of public (1) “Activity pool” means a water attraction with a dept

pools and water attractions in order to proteehealth and safety 9réaterthan 24 inches (61 centimeters) designed priméoily
of the public. play activity that uses constructed features and devices including

History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08. padwalks, flotation devices and similar attractions.
(2) “Actual patron load” means the number of patrons in the
HFS 172.02 Applicability. (1) This chapter applies to the water.

operationof public pools and water attractions. (3) “Adult” means a person 18 years of age or older

(a) A pool or water attraction is a public pool or water attrac (4) “Agent” means the citycounty or village designatduly
tion if it is installed in a “place of employment,” as defined in ghe department under s. 254.69 (2), Stats., and ch. HFS 192 to
101.01(11), Stats., or ira “public building,” as defined in s. issuepermits to and makiavestigations or inspections of public
101.01(12), Stats., or if it serves or is installed for use by the stagmolsand water attractions.
a political subdivision of the state, a motel, a hotel, a touristtoom (5) “Approved” means acceptable to the department, based on
ing house, a bed and breakfast establishment, a resort, a can@, determination of conformance withis chapter and good pub
campgrounda club, arassociation, a housing development, sugit health practices.
as an apartment complex, condominiuomplex or housing gy «attendant” meansa person trained to operate a pool,

complexhaving a homeowners’ association, a school, a religioyge,, ging siides and othesppurtenances, and control patrons in
charitableor youth oganization, or an educational or rehab+I|taa safe and orderly manner

tive facility. . S _— .
L . 7) “Breakpointchlorination” mean lishin ieni
(b) A pool or water attraction is not a public pool or wateg (7) eaxpointchlorinatio eans establishinghggienic

ttractionif it f than 3 individual resid | t{Wironmentin the pool by raising the free available chlorine level
attractionit it serves fewer than S Individual residences, uniessiy 1 g times the combined chlorine level to achieve the destruction

is used on a regular basis by persons other than the residents;¢ -oramines

(2) Unlessthe context clearly indicates otherwise, references (7g) “Certified water attractiomperator'means an operator

to “pool” in these rules means a public pool or water attractiony g is' certified by successful completion of at leastaitae fot
History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08. Iowing training courses:

HFS 172.03 Approved comparable compliance. (a) The National Swimming Pool Foundation certifieabol
(1) The department may approve an alternative to a methdperatorcourse. _ S
practice,material, equipment atesign required under this chap (b)) The National Recreation and Park Associatoatic

ter thatwill not be contrary to public health, safety or welfare, ifacility operator course.
thedepartment is provided with satisfactory proof that the akkerna (7r) “CPR” means cardiopulmonary resuscitation.

In this chapter:
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(8) “Children’s slide” means a slide that hasnaaximum (b) First aid certification, limited to one or more of the follow
heightof 4 feet (1.2 meters) as measured vertically fronslide ing:
entranceo slide terminus, and located in less than 24 inches (61 1. A standard first aid certificate frothe American Red
centimeterspf water Cross.

(9) “Cold soak pool” means a pool that uses cold water for 5 other first aid certification approved by the department.

therapy. P P
(10) “Combinationpool” means a pool that is used for swim (©) CPR, .“.mlted to one or mor(_a of the foIIowmg“.
1. A certificate from the American Red Cross “CPR for the

ming and diving. : »
(11) “Currentpool” means a pool that creates a current for th%rofessmnaRescuer COUrse.
P P 2. A certificate from the American Heart Associati@PR

purposeof exercise. for the Healthcare Professional”
(12) “Deck” means the approved, unobstructed walking sur0 € Healihcare Frolessionar’.

face immediately adjacent to a pool. 3. A certificate from the American Safefind Health Insti
(13) “Deepportion” means a water depth greater than 5.5 fet‘;‘ﬁ.’.te CPR Pro- Professional Level CPR/AED”".

(14) “Department’means the Wconsin department of health _4- A certificate from American Acadengf Orthopedic Sur
andfamily services geons/Emagency Care and Safety Institute Professional Rescuer
) CPR”

(15) "Diving pool” means a pool used exclusively for diving. 5. Other CPR certification approved by the department.

(16) “Drop slide” means a slide where the terminus is located (28) “Lifeguard and attendant sfifig plan” means a written

20inches (50.8 centimeters) or more above the water level. . ; ;
B . i . . . descriptiononhow lifeguards and attendants will be used at pools.
(17) “Engineer” means aregistered professional engineer B . N . . .
licensedin Wisconsin (29) “Material safety data sheet” means written information

thatdetails the hazards associated with a chemical and gives infor
PHationon its safe use.

(30) “Non-tetheredfloatable” meansa floatation device

(18) “Entry access point” means the area in which a patr
entersa water attraction.

(19) “Erosionfeeder” means a chemical fegelvice in which

powder tablets, briquettes, or sticks are placed in a container ififiedto @ pool that is not tethered to the pool baallmwing
throughwhich a water stream is passed, eroding diegolving movemenf the device around the watdRubber tubes in leisure

the chemical riversand swim wings are not considered non—tethered floatables.

(20) “Exercisepool” means a pool of shallow depth that eper  (31) “NSF” means National Sanitation Foundation.

ateswith or without a current. (32) “Operator” means the owner ad pool or the person
Note: Exercise pools are usually associated with health spas. responsiblgo the owner for the operation of a pool, including the

(21) “Filter aid” means finelypowdered diatomaceous eartimechanicabystems operations of the pool.
or similar approved material used to coat a septum type filter ~ (33) “Owner” means the state, a political subdivision of the

(22) “Flume” means that part of a slide within which slidingstate, corporation,company association, firm, partnership or
takes place. individual owning or controlling any pool.

(23) “Freechlorine residualmeans the amount of hypochlo  (34) “Pad walk” means a tethered floatable under rapel
rousacid remaining in the water as determined by a diethyl-mettingin an activity pool that allows a patron to cross the water
phenylenadiamine test kit or approved equivalent. using his or her hands.

(24) “Injury or iliness report” means the written record of all (35) “Patron” means a user of a pool.
factsregarding an accident resulting in bodily harm associated (36) “Patronload” means the number of patrons in a botly
with a pool. waterof a pool.

_ (25) "Interactive play attraction” means a water attraction, (37 “person”means an individual, partnership, association,
including manufactured devices using spraygadied or other fiym company corporation, municipalitycounty town or state

watersources contacting patrons and not incorporaitagding  agencywhether tenantpwner lessee or licensee, or the agent,
or captured water as part of the patron activity area. heir or assignee of any of these.

Note: Splash pads and spray pads are examples of interactive play attractions. 38) “Pl P | with a depth of ter th
(26) “Leisureriver’ means a channeled flow of water of near—  (38) “Plungepool” means a pool with a depth of greater than

constantdepth in which the water is moved pymps or other 24 inches (_(Slcentlmeters), Io_cated at the e_xnma‘miwaters_llde
meansof propulsionto provide a river-like flow that transports1Ume and intended and designed to receive a patrongémger
patronsover a defined path. A leisuriwer may include play fea from the flume.

tures and devices. A leisure river may also be referred to as a tub(39) “Pool and water attractioarea” means, in an outdoor

ing pool or a current channel. facility, the poo_l or water attract_ic_Jn and the area within the L‘?asin’
(27) “Lifeguard” means a person holding all of the fouowingenclosureanc_i, in an indoor facilitythe pool or water attraction
certifications: andthe required deck as specified in s. Comm 90.09.
(a) Lifeguard certification, limited to one or more of the-fol ~ (40) “Pool slide” means a slide where the drop from the slide
lowing: terminusto water is lesthan 20 inches (50.8 centimeters) and the
1. A current American Red Cross Lifeguandifing certifi  1UMe carries less than 100 gallons of water
cate. (42) “Pool"_m_eans a structure, basin, chamber_or tank_, and
2. AYoung Mens Christian Association Lifeguarding cerifi @PPurtenanbuildings andequipment, used for wading, swim
cate. ming, diving, water recreation or therapyypes of poolsnclude

. . - . pools used for swimming, combination pools, diving pools,-exer
3. An .Internatlongl Lifeguardraining Erogram cgrtlflcate. cisepools, experiential pools, mobile pools, therapy poots}
4. National Aquatic Safety Company Lifeguancifing Pre ing pools, whirlpools, and cold soak pools.

gram. . . o )
Note: CPR certification through this programoisly valid for lifeguards working (42) Respons_lble*_superwsc_)r mear.]s a perso_n deSIand

ata certified National Aquatic Safety Company Lifeguaraining Program facility ~the operator tamaintain compliance with regulations governing

with current certification. safetyand sanitation of a pool or water attraction, a pool stide,

5. Other lifeguard certification approved by the departmerd.waterslide.
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(43) “Run-outslide” means a water slide where the rider does 2. A permit holder sells or otherwise transfers ownership or
not exit into a plunge pool, but has a decelerationtaetaermits operationof a pool to another person, except as provided in sub.

the patron to stop before exiting the slide flume. 3).
(44) “Slide terminus” means the last 10 feet (3.05 metefs) (2) PERMIT DURATION AND RENEWAL. (&) Each permit issued
aslide flume dischaing into a pool or water attraction. underthis chapteexpires on June 30, except that a permit initially

(45) “Superchlorination” means the addition of an oxidizingsSuedduring the period beginning on April 1 and ending on June
productsuch as chlorine to pool water to raise the level of the 00 €xpires on June 30 of the following year
dizerto raise the level of oxidizer tolaast 10 ppm. “Superchleri ~ (b) Each permit shall be renewed annually as provided in sub.
nation” is sometimes referred to as “superoxidation”. (4) (b).

(46) “Tetheredfloatable” means a play item or floatation (3) TRANSFERABILITY OF PERMITS. An individual may transfer

devicethat is afixed to the basin of a potb restrict movement apermit to an immediate family membes defined in s. 254.64
of the item. (4) (a) 2., Stats., if the individual is transferring operation of the

(47) “Unauthorizedaccess” means the entrance of a persé)rﬁ)Ol' and a sole proprietorship that rganizes as dusiness

into a restricted area without permission of the operator or tRALY: as defined in s. 179.4Q), Stats., or a business entity that
operator'sdesignated representative. reorganizess a sole proprietorship or afdient type of business

N . . . entity may transfer a permit to the newly formed business entity
(48) “Therapypool” means a pool used for medicaigmin o 5ol proprietorship if the pool remains at the location for which

isteredphysical therapy _ _ the permit was issued and at least one individual who had an own
(49) “Turnover time” means the time for given volume of ershipinterest in the sole proprietorship or business entity to
waterto pass through the recirculation system. which the permit was issued has an ownership interest in the

(50) “Vanishingedge pool” means a pool that hasahove— newly formed sole proprietorship or business entixcept as
waterline wall on one omore sides where water spills over thérovidedin this subsectiomo permit issued under this chapter is
edge. transferabléfrom one premise to another or from one person or

w " ; ; ; tity to another
(51) vortex p00| means a water attraction that is eqUIppeequote: Under s. 254.64 (4) (a) 2., Stats., “Immediate family member” means a

with a me_thOd of transporting water in the basmtfm_rpurpose spousegrandparent, parent, sibling, child, stepchild, or grandchild or the spouse of
of propelling patrons at speeds dictated by the velocity of the magrandparent, parent, siblinghild, stepchild, or grandchild”. Under s. 254.64 (4)
ing stream. (a) 1. and s. 179.70 (1), Stats., a “business entity” means: a corporatitefinesl
i . i in's. 180.0103 (5), Stats., a limited liability compeexy defined in s. 183.0102 (10),
(52) “Wading pool” means a shallow pobhving a maximum Stats. a limited partnership, or@orporation, as defined in s. 181.0103 (5), Stats., a

hof 24 inch 1 ntim r nd inten for childrerforeignlimited liability companyas defined in s. 183.0102 (8), Stats., a fortign
dept 0 ches (6 centimete S) and intended for chilg erfted partnership, a foreign corporation, as definexl 180.0103 (9), Stats., or afor

play. _ ) - ) ~ eigncorporation, as defined in s. 181.0103 (13), Stats.

(53) “Water attraction” means a public facility with design  (4) PermiT APPLICATION. (a) Initial Permit. Application for
andoperational featurethat provide patron recreational activityan initial or new permit shall be mad® an application form fur
otherthan conventional swimming and involves partial or totalishedby thedepartment or its agent and shall be accompanied by
immersionof the body Types of water attractions includetivity  all of the following:
pools, interactive playattractions, leisure rivers, plunge pools, 1 The applicable fees specified undeHFS 172.06 and any
vortex pools, vanishing edge pools, waterslides, run—out slidgg spreviously due to the department or its agent.
dropslides, pool slides, wave pools, zero—depth entry pools, ang

: - : 2. Proof that the department of commerce und€&asnm
any public pool with pl_ay features except wading P.OOIS' 90.04 (1) has approved plans and specifications for pbel,
(54) “Water attraction complex” means a facility where 3ncluding modifications.

water attraction is located within an enclosure or room with
anotherwater attraction or pool.

(55) “Waterslide” means a slide wheie water flow of 100
gallonsof water per minute or more istended to carry a rider
downa flume.

(56) “Wave pool” means avater attraction designed to simu
late breaking or cyclical waves for the purposes of surfingeor indicatingthat the pool will be maintained and operated in-com

eralplay _ pliancewith applicable federal and stdgavs and that rules have
(57) “Whirlpool” means a small pool, sometimes called Beenimplemented for the operation tife pool that will protect

“spa”, which uses higher temperature water than other pools afd health, safetyand welfare of the public.

may include a water agitation system. Note: To obtain a copy of the application form for a permit to operate a pool or
(58) “Zero—depthentry pOOl" means a water attraction havin@’f determine which agent to contact for an application form, write or phone: Bureau

. . Environmental and Occupational Health (BEOH)QPBox 2659, Madison, 18+
asloped entrance to where the water depth is zero inchles atconsin 53701-2659 (608/266-2835). o may also contact the BEOB

shallowesipoint. www.dhfs.wisconsin.gov.fsrl/index.htm.

History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08. (b) Renewal PermitApplication for a renewal permit shall be

madeon an application form furnished by the department or its
HFS 172.05 Permits. (1) PermiT REQUIRED. (a) No pool agentand shall be accompanied by all of the following:

may be opened to the public until the owner of the pool has 1. Payment of the applicable permit fee specified in s. HFS
obtaineda permit fromthe department or its agent by submitting 72.06before the expiration date of the permit.
anapplication under sub. (4) and paying the applicable fee-speci , ¢ payment is not made before the expiration détbe per
fled_ln Ss.HFS 172.06. A separate permit is required for each p(?ﬁh, the late fee specified in s. HFS 172.06 (1) (c) in addition
basin. the permit fee.
_(b) If any one of the following circumstancapplies, anew 3 |nformation, as determined by the departneerits agent,
initial permit is required, and the pool may not be opened to thgjicatingthat the pool will be maintained and operated incom

3. The completed final inspection report and approval from
the department of commerce authorized inspector

4. A statement from an engineer who worked on the poal indi
catingthat it was completed in accordance with the gootn
structionplan under s. Comm 90.04.

5. Information, as determined by the departnaerits agent,

public until the department has issued a new permit: pliancewith applicable federal and stdéavs and that rules have
1. A pool for which a permit has been issued is later modifiggbenimplemented for the operation thfe pool that will protect
into a different pool type. the health, safetyand welfare of the public.
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(5) DEPARTMENT ACTION ON PERMIT APPLICATION. (a) The payto the departmentlate fee of $75 in addition to the renewal
departmentr its agent shall issue or deny a permit within 30 dapermitfee.
afterreceiving a complete application, all applicaleles, and the  (d) Re-inspection feelf the department conducts a re-inspec
otherinformation required under sub. (4). tion of a pool under s. HFS 172.07 (t) 1. and 2., the owner shall
(b) Except as provided in ss. 250.041 and 2B3l. Btats., the payto the department the applicable re—inspection fee listed in
initial issuance, renewal or continued validity of a permit issugthbleHFS 172.06. The department shall asaesadditional $50
underthis subsection may be conditioned upon the requiremeisé for any additionalre—inspection conducted under s. HFS
that the permittee correct a violation of this chapger254.47, 172.07(1) (b) 4.
Stats. or ordinances adopted under s. 254.69 (2) (g), Stats., within(e) Fees for operating without a permiény pool found to be
aperiod of time specified. If the condition is noet within the  gperatingwithout a permit shall pay to the department an amount

specifiedtime, the permit is void. No person may operate a pog§ualto the annual permit fee, in addition to all applicable fees and
aftera permit has been voided under this paragraph, and any processing chges under s. HFS 172.05 (6).

sonwho does so shall be subject to the penalties under s. 254.4%te: Anyone operating a pool without a permit is also subject to a fine of not less
(3), Stats. An owner whose permit is voidettler this subsection than$25 nor more than $250 under s. 254.47 (3), Stats.

may appeal the decision under s. HFS 172.09. (f) Duplicate permit. The department shall gieethe operator

(c) The department or its agent may refuse to isswenmw of a pool $10 for a duplicate permit.
a permit tooperate a pool under any of the following cireum Table HFES 172.06
stances:

. . Fee Schedule

1. The department or its agent has not conducted a pre—in
spectionof a pool for which an initial or newermit is required . Permit pre- Re—
undersub. (1). Type of Facility Fee Inspection | Inspection

2. The owner of a pool has not corrected a condition for which Fee Fee
the department or agent has issued a written safety—related order Poof $150 150 75
3. All applicable fees under s. HFS 172.06 have not paeh Water Attractior? $175 175 75
includingthe permit feepre—inspection fee, re—inspection fee, or .
0therapp|icab|e fees. Water Attraction, $ 250 250 125

4. The owner has modified, repaired or maintained the poolWith up to 2 pool
in a manner that is not in accordance with what the department reglides/waterslides
ognizesas safe practice. per basin

5. The ownerapplicant, or permttolder has failed to provide Waterslide or $150 150 75
Etr)a department or its agent with information required under sub. pgg| slide per

: . . . basin

6. The owner or applicant has violated ch. 254, Stats., tlpi'l1"‘1c|uding swimming, whirlpool, wading, theramxercise, cold soak, mobile,

c_hapter,or any orderordinance, or regula_tion_ cr_eaj[e(_j by a vil[agq}ombination' diving pools, and experimental pools.
City, county or_IocaI board of health havmg jurisdiction, provided |nciuding activity pools, interactive play attractions, leisure rivers, plunge,
suchviolation is related to the operation of the pool. vortex, vanishing edge, and wave pools.

(d) If the department or its agent denies an application for a (2) MeTHoDp oF PavMENT. If the payment foran initial or
permit, the applicant shall be given reasons, in writing, for thenewalpermit is by check or other draft drawn upon an account
denial and information regarding appeal rightader s. HFS containinginsuficient funds, theapplicant or owner shall, within
172.09. 15 days after receipt of notice from the department of thefinsuf

(6) VOIDED PERMITFORFAILURE TO PAY FEES. If an applicant or ciency, pay all applicable fees under sub. (1) and the financial
owner fails to payall applicable fees, late fees and processirigstitution’s processing chges by cashiés check or other certi
chargesunder s. HFS 172.06 within 15 days aftex applicant or fied draft, money ordetwor cash.
ownerreceives notice of an indigiency under sHFS 172.06 (2),  History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.
or within 45 days after the expiration of the permit, whichever
occursfirst, the permit is void. An owner whose permit is voided HFS 172.07  Enforcement. (1) INSPECTIONSAND ACCESS
under this subsectiormay appeal the decision under s. HFSO THEPREMISES. (@) Inspections.Under ss. 254.69 (2) a@$4.85
172.09. In an appeal concerningvaided permit under this sub (1), Stats., an authorized employee or agent of the department,
section,the burden is on the permit applicant or owner to shoPOn presenting proper identification, may engery pool area,
thatthe entire applicable fees, late fees and processingesharncludingthe recirculation equipment and piping area, at any rea
havebeen paid. During any appeal processcerning a payment Sonabletime, for any of the following purposes:
dispute,operation of the pool is deemed to be operation without 1. To inspect the pool.
apermit and is subject to the fees under s. HFS 172.06 (1) (e) in 2. To determine if there has been a violation of this chapter
addition to the feestherwise due, unless the applicant or owneyr s. 254.47, Stats.

meets its burden of proof under this subsection. N 3. To determine compliance with previously written violation
(7) PErRMITPOSTING. A permit shall be posted in a place visibleyrders.
to the public. A permit may not be altered or defaced. 4. To secure samples or specimens.

History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08. .
y 9 9 5. To examine and copy relevant documents and records, pro

HFS 172.06 Fees. (1) TYPESOFFEES. (a) Pre-inspection vided such information is related to the operation of the pool.
fee. Theowner of a pool shall pay the applicable pre—inspection 6. To obtain photographic or other evidence needed to enforce
feelisted in Table HFS 172.06 to the departmbefore an initial this chapter
or new permit is issued under s. HFS 172.05 (1). (b) Re-inspectionsl. The department or its agent may re—in

(b) Permit fee. The owner of ool shall pay the applicable specta pool whenever an inspection or the investigation of a com
permitfee listed in &ble HFS 172.06 to the department for eacplaint reveals the existence of a violation that is potentially haz
pool that the operator applies for a permit to operate und¥S. ardousto the health and welfare of patrons or employees of the
172.05(2) or (2). pool.

(c) Late fee.If the permit fee for a permit renewal is not paid 2. A re-inspection shall be scheduled to allow the owner a
beforethe expiration date of the permit, the owner of the pool shatlasonablysuficient time to correct the deficiencies.
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3. A re-inspection fee shatle chaged for the re—inspection under s. 254.85 (5) (a), Stats., may be fined not more than $10,000
accordingto Table HFS 172.06, or applicable ofpas as deter or imprisoned not more than one year in the cojaityor both.
minedby an agent of the department. A person may appeal a forfeiture under s. HFS 172.09.

4. If an additional re—inspection is required because a-viola History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.
tion has not been corrected in the scheduled time, the department . . .
shallassess the owner an additioh0 reinspection fee as autho _ HFS 172.08 Suspension or revocation of permit.
rizedunder SHFS 172.06 (1) (d), and the department may ordéf'€ department mafter a hearing under s. HFS 172.09, suspend

the owner to show just cause why the permit should not be s@§ revoke a permit for violation of s. 254.47, Stats., this chapter or
pendedor revoked under s. HFS 172.08. anorder issued by the department. The suspension or revocation

(2) GENERAL ORDERST RRECTVIOLATIONS. (a) If upon ordershall take d&ct 15 days after the date of issuance unless a
© STO CORRECTVIOLATIONS. up hearing is requested under s. HFS 172.09 (1).

inspect_ionof a pool, the department or agent finds that th.e pool istory: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.
not designed, constructed, equipped or operated as required under

ch. Comm 90 and this chaptéhe department or agent shall issue s 172.09 Appeals of actions by the department.

awritten order to correct the violation. The order shall specify tlzg) (a) Except as provided in sub. (2) or (3), a request for a hear
correctionneeded for compliance and the time penwithin g for denial of a permit, a voided permit, suspension, revocation,
which the correction should be madghe time period specified g feiture. or an order given under KFS 172.07 (1) (b) 4. or s.

in the order may be extended at the discretion of the departmgiis 172 07 (2) shall be submitted in writing to the department of
or agent. administration'division of hearings and appeals within 15 days
(b) If the order to correct violations is not carried out by thgfter receipt of the notice of the departmgmittion.
expirationof the time period stated the orderor any extension (1) A request for hearing that is mailed to the division of-hear
of time granted for compliance, the department or agent may isgygs and appeals shall be considered fiitti the division on the
anorder under s. HFS 172.08 to suspend or revoke the permigfgeof the postmark.
operate the pool. (c) A request for hearing that is hand-delivered to the division
(c) Any person who fails to comply with an order of the depardf hearings and appeals shall be considered filed on thehaate
mentshall forfeit $10 for each day of noncompliance after thequests received by the division of hearings and appeals.
orderis served upon or directed to him or.hek personmay (d) A request for hearing transmitted by facsimile to the-divi
appeala forfeiture under s. HFS 172.09. sionof hearings and appeals shall be considered filed on the date
(3) TEMPORARYORDERS. (a) As provided in s. 254.85, Stats.and time imprinted by the divisior’ facsimile machine on the
whenevelthe departmerdr agent has reasonable cause to belie#@ansactionreport that accompanies the document. Documents
thatan immediate danger to health exists as a resultiospee receivedby facsimile after midnighibcal time shall be deemed
tion under sub. (1), the department or agent issye a temporary filed on the first following business day
orderwithout advanceotice or hearing to do any of the follow Note: A request for hearing can be submitted by mail or hand-deliverti to
ing: Division of Hearings and Appeals, at 5005 UniversiyeARoom 201, Madison, WI

- . . . 5?705—54000r faxed to the Division at (608) 264-9885.
1. Prohibit the continued operation or method of operation o (e) As a condition for requestirghearing under this subsec
specificequipment.

" . . tion to appeal the voiding of a permit, an applicant or owner shall
2. Require the premises to cease operations and close WHHhplywith sub. (3). In an appeal concerning voiding a permit,
remediesare applied which eliminate thimmediate danger to the burden is on the applicant or owner to shbwat the entire
health. ] applicablefees, late fees amatocessing chges have been paid.
(b) 1. Atemporary order shall takdesft upon delivery to the () A request for hearing ontemporary order given by the
operatoror responsible supervisoExcept as provided in p4€),  departmentinder s. HF272.07 (3) shall be made in writing to the
the temporary order shall remain infet for 14days from the gepartmentvithin 15 days of receipt of the ordeFhe department
dateof delivery but a temporary order may be re-issued for ongallhold a hearing within 15 days after the department receives
additionall4-day periodf necessary to complete any analysis Ofhe written request for hearing, unless tepartment and the
examinationof samples, specimens, or other evidence. owner agree to a latedate, the immediate danger to health is
2. No operation or method of operation prohibited bytéhe  removedthe order is not contested thie owner and the depart
poraryordermay be resumed without the approval of the deparhentmutually agree that no purpose would be served by a hear
mentor agent until the order has terminated or the time periasy. A final decision shall be issuetder s. 227.47, Stats., within
specifiedin subd. 1. haexpired, whichever occurs first. If, upon10 days following the conclusion of the hearing. The decision
completedanalysis or examination, the department or agent-detafay order any of the following to remove the danger to health:
minesthat construction, sanitary conditiasperation or method (a) Changes to or replacement of equipment or construction.

of operation of the premises or equipment does not constitute ah) Changes in or cessations of any operation or method of
immediatedanger to health, the department or agent shall MMM&herationof the equipment or premises.

dlé}t_ely notify the owner operator or resp_onS|bIe SUPEIVISOT IN “Note: A request for a hearing under sub. (2) may be submitted by mail or hand—
writing and the temporary order shall terminate upon receipt of tingiveredto the Department of Health and Family Services, at Won St., Room
written notice. 650,PO. Box 7850, Madison, WI, 53707-7850, or faxed toDkeeartment at (608)

. L . 266-7882. The hearing may be conducted by the department secrhigrsecre
(c) If the analysis or examination shows that the constructiGiys designee, or a hearing examiner under s. 227.43 (1) (bu).

sanitarycondition, operation or method of operation of the prem "(3) |f the department voids a permitder s. HES 172.05 (6),

isesor equipment constitutes an immediate danger to health, thg owner shalsubmit, within 15 days after receipt of the notice
departmenbr agentwithin the efective period of the temporary of the department’action, documentary evidence that all applica
orderspecified in par(b) 1., shall provide written notice of thepje fees, late fees amtocessing chges have been paid and that

findingsto the owneroperator or responsible supervis€/pon  thereare no outstanding payments due to the department.
receiptof the noticethe temporary order remains irfegft until  History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.

afinal decision is issued under s. HFS 1722)9 The notice shall
includea statement that the facility has a right to request a hearingqEs 172.10 Appeals of actions by agent health

unders. HFS 172.09 within 15 dayS after issuance of the noti%partments_ If an agentssues a permit under this Chaptbe

~ (d) Any person who fails to comply with a temporary ordesgentshall create enforcement and appeal procedures under ss.
issuedby the department shall forfeit $10 for each day of noncos6.0417and 254.69 (2) (g), Stats.
pliance after the order is servegonor directed to him or her and, History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.
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HFS 172.10 WISCONSINADMINISTRATIVE CODE 418
Subchapter Il — W ater Treatment Systems and (d) Whirlpools. The maximum turnover time for a whirlpool
Water Quality shallbe 30 minutes.

(e) Therapy and exercise pools. The turnover times for exer
HFS 172.11 Recirculation system. (1) GEneraL. As ciseand therapy poolsonstructed after thefettive date of this
requiredby s.Comm 90.1, each pool shall have a water recireularule shall be as provided irable HFS 1721-B.
tion system with disinfection treatmeand filtration equipment

consistingof overflow gutters or skimmers, main drains, inlets, _ Table HFS 172.1-B

pumps,piping, and filters. The system shall be operated continu  Maximum Turnover Time for Therapy and

ously except for seasonal closing or during periods of necessary Exercise Pools

maintenance. ) ) o Temperature Load Maximum
Note: See s. Comm 9QL¥or design requirements for the recirculation system. in °F. (gals/person? Turnover
(2) SKIMMERS AND RECIRCULATION FLOW. (a) The flow ©C.) Time

througheach skimmer shalle adjusted as often as necessary to ' (hours)

maintaina vigorous skimming action at each skimmé&he pool 79-93 > 2500 4

waterlevel shall be maintained at an elevation so¢batinuous o =S

effectivesurface skimming is accomplished through skimroers (22 -33°C.)

overthe gutter lip. For gutter pools, approximately 75% of the 72-93 > 450 2

required recirculation flow shall be through the gutter and 25% (22 =33°C.)

throughthe main drairduring normal operation. For pools with 72-93 <450 1

skimmers approximately 80% of the recirculation flow shall be (22 -33°C.)

throughskimmers and 20%rough the main drain. For reverse 93-104 N/A 0.5

flow pools, 100% of the required circulation shall be through the (33 —-40°C.)

gutteror skimmer N/A = not applicable.

(b) Skimmers, skimmer weirs, and overflow gutters and drain&The number is equal to posted patron load.
shallbe maintained so that they are clean and shall be repaired of5) FLOWMETERS, VALVES, AND GAUGES. Flowmetersyalves
replacedas neededSkimmer covers shall be securely seated andgauges shall be maintained in operating condition.

deck. (5m) PipiNG. Water treatment system piping shall have per
(c) Inlets shall be checked and adjusted to ensure that the ratmentabels, numbered tags or a color coding system that-identi
of flow through each inlet is such that a uniform distribution pafies valves, piping, and thdirection of water flow Labels, tags
ternis established. Inlets in pools with surface skimmers shall becolor coding shall correspond to a conspicuously posted,
directedas necessary to ensure tthegre is gective skimming in  ly-readchart that explains the system.
all areas. (6) FiLTERS. (a) General. The manufacturés data plate shall
(d) Strainer baskets or screens shall be continuously in use bedisible on all filters. Filter shells and appurtenances shall be
maintained. Clean spare strainer baskets or screens shall be availntainedin operating condition.

able. Strainer baskets for skimmers and pump strainers shall bgp) Sand filters.1. Rapid—rate sand filters shall be backwashed

cleanedat least daily whenthe pressure dirential is greater than 7 pounds per square
(3) SURGE TANKs. Suge tanks shall be operated withininch or as recommended by the manufactusichever is less.
designedwater levels. 2. High-rate sand filters shall be backwastuen the pres

(4) Pumps. The pump manufactursmmaintenance and oper suredifferential is greater tharl ounds per square inch or as rec
ating instructions shall béollowed. Recirculation pumps shall ommendedy the manufacturewhichever is less.
continuously achieve the designed pool water recirculation rate 3. \gcuum sandilters shall be backwashed when the vacuum
exceptduring maintenance operationd’he turnover time for jhcreases inches of mercury above the initial reading or as rec
poolsshall be as follows: ommendecby the manufacturerThe backwash procedure shall
(a) Swimming or combinatiopools. The maximum turnover follow thefilter manufactureis written directions which shall be
time for a pool used for swimming or for a combination pool shatlonspicuouslyposted in the filter area on an easily read chart.
be 6 hours. 4. Filter media shall be inspected annually and cleaned or
(b) Water attractions. The maximum turnover times for a replacedwhen necessary
water attraction constructed after thefegftive date of this rule () piatomaceous earth filters1. Pressure-type diatoma

shallbe as listed in&ble HFS 1721-A. ceousearth filters shall be backwashed when the presstifes-dif
Table HFS 172.1-A ential is greater than 25 pounds per square inch or as recom

Maximum Turnover Time By Water Attraction Type?2 mendecby the manufagturewhlchever N Ies§.
2. Vacuum-type diatomaceous earth filtstall be back

Water Attraction Type® | Turnover Time (in hours)© washedwhen the vacuum gauge reading increases to greater than
Activity 5 8 inches of mercury or as recommended by the manufacturer
Interactive ol ttraction 05 3. Septum covers shall be removed, cleaned or replaced when
eéractive play attractio ' they no longer provide &ctive filtration or create a friction loss
Leisure river 2 preventingmaintenance of the required recirculation rate.
Plunge 1 4. Diatomaceous earth wastewater separation tanks, where
Runout slide 1 installed,shall be cleaned according to manufactimstructions.
Vortex 1 5. Positive displacement feeder suction intake shall be sus
Wave 2 pendedat least 6 inches above aslidge layer in the solution

tank. Tanks formixing and distribution of chemicals shall be
appropriatelMabeled. A cover with a screened vent shall be-pro
vided on all mixing and distribution tanks. The installation shall

2Calculatean average turnover time for combination vessels.
b For pool types not listed, contact the department.

¢Basedon flow and pressure drop with a clean filter condition. be maintained to prevent backflow of water into the tanks and to
(c) Wading pools. The maximum turnover timier a wading preventthe chemicals frombeing siphoned out of the tanks into
pool shall be 2 hours. the pool recirculation system.
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6. Diatomaceous earth slurry feeders. The lowedisttive (c) Feeder pumps shall eéectrically connected to the recir
concentration of solution shall be used in a diatomaceous eantifation pump control circuit and hava separate disconnect
slurry feeder Theconcentration of solution may not exceed 5%witch.
by weight. The diatomite slurry feeder head and lines shall be (2) EquipmenT MAINTENANCE. All maintenance that presents
flushedonce every 15 minutes for at least oniute to assure 3 danger tahe patrons, including changing the gas tanks, shall be
g;?ﬁgﬂ%‘;ﬂ;ﬁgﬁg#%ﬂ; %pr%r:;'gg- L?ngaff?f”gg?ngg%‘rﬁg t?)liepo ;rformedvvhen the pool is not in use or is closed to public use.

: P : . 3) RepairRs. Only personnel trained and licensed in handlin
ble water supply line, the supply line shall be equipped with ad%téc)hlorine by a cgrtri)fying agency such as the Federal oecup?a

approvedbackflow or backsiphonage preventidevice. Diate e ; . !
mite slurry tank agitators shall run continuously tional health and safety administration may repair dasrina

. ) : ) tors.
(d) Cartridge filters. 1. Cartridge-type filters shall be story: cR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.
removedand cleaned when the pressuréedéintial is greater than
11 pounds per squaiach or as recommended by the manufac s 172.14 Disinfectant feeding and  residuals.

turer. _ (1) GENERAL. Each pool in use shall be automatically and centin
2. Cartridges shall be replaced when plugged or damayedyously disinfected by means of disinfectant and feeding equip
duplicateset of replacement cartridges shall be available on—sfifentthat is in compliance with this section and s. HFS 172.13.
andused when removing a dirty cartridge from the filter for clean (2) CHEMICAL USE REQUIREMENTS. (a) Disinfectant—produc-
Ing. . ing chlorine and bomine and other chemical®isinfectant—pre
History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08. ducingchlorineor bromine and any supplemental chemical used

HFS 172.12 Labeling, storing, mixing, and  handling shallmeet aII.o'f the following requirements: C .
chemicals. (1) LABELING. Except for erosion feeders, which 1. The disinfectant or supplemental chemical is registered

requireonly the name of the chemical, all chemicals used in tHdth the U.S. environmental protection agemsya disinfectant,
operationand maintenance of pools, and bstarage tanks cen ahdthe productabel is registered with theigéonsin department

tainingthe chemicals, shall be conspicuously labeled with the & @griculture, trade and consumer protection.

lowing information: 2. The disinfectant has arfeftive residual that can be mea
(@) Name of the product. suredeasily and accurately by an approved field test procedure.
(b) The manufacturés name and address. 3. The disinfectant is compatible for usih other chemicals

normally used in the water treatment or is clearly identifiedaas
ing a use limitation.

4. The disinfectant does not impart toxic properties to the
waterwhen used according to the manufactgrelirections.

(f) The U.S. environmental protection agenegistration 5. The disinfectant does not create an undue safety hazard
number. ) ) o when handled, stored aused according to the manufactiser

(2) Storace. Chemicals shall be stored in the original or @irections.
properly-labeleaontainerwhichshall be covered and kept in a (b) Bromine. Bromine may not be used in a waterslide, pool
clean,dry, well ventilated and locked area away from flammableg;jo plunge pool or wave pool without the departrr'mnt’
incompatiblechemicals, and heat sources. Only authorized p » roval

sonnelshall have access to the storage area. Chemicals may ) Gas chlorination. 1. Where chlorine gas is used, all staf

be stored in chlorine gas storage areas. Food may not be stor : . : s
in the chemical storage area. Smoking is prohibited in the ehe F‘O operate equipment shall be trained in the hanalirguse of

calsstorage area. chlorine gas, including the use of the self-contained breathing

(3) MixinG. A chemical solution shall be added to wateat apparatus.

by adding water to the chemical. Each chemical or chemical soly_2: A plastic bottle of ammonium hydroxide or another leak
tion shall be separately added to the water etectionmethod approved by the department shall be available

atthe chlorine gas storage area. If an electronic leak detection sys
temis installed, it shall be located in gas storeg@ms and shall

be maintained antested annuallyThe results of the testing shall
be maintained on the site.

3. Alist of telephone numbers to contact appropriate emer
gencypersonnel in thevent of an emgency related to chlorine
useshall be conspicuously posted at a continuously accessible
telephonelocated reasonably close to the chlorine gi@sage

HES 172.13 Disinfectant feeders and filter aid room. A durable placard clearly stating the location of the nearest
equipment. (1) GENERAL. As required in s. Comm 90.12 (1)acce53|ble phone shall be posted on the outside of the chlorine gas

(b), all disinfectant feeders shall be approved by the departméfﬁrageroom door . . . .

of commerce and installed according to the manufacsutiées 4. A self-contained breathing apparatigsignedor use in
tions, used only with the disinfectant recommended by th%chlorlne gas atmosphere shall be stored yvhere it is immediately
manufactureand meet all of the following requirements: accessibléo personnel who enter the chlorine gas storage room.

(a) Feeders shall be automatic, easily adjustable, capable! 9 2Pparatus shall be continuously usable and readdgssible,

providing the required chemical residuais, equipped Wiy~ 2ndreplacement parts shall be readily accessible. The pool shall
control valves upstream and downstream from the feemily MPlementa written respiratory protection plan in compliance
disassembletbr cleaning and maintenance, durable, and capatjih 29 CFR 1910.134, thaicludes procedures for the selection
of accurate feeding with mte—of—flow meter installed to accu anduse of respirators and training users.

Note: Section 29 CFR 1910.134 may be reviewed in tfieesf of the depart
rately measure the flow through the feeder system. ment'sdivision of public health, the revisor of statutes bureau, or as part df$he

(b) Feeders shall be properly vented and incorpamatisi  Codeof Federal Regulations at any public library or university or college library
phonsafeguard#o prevent disinfectant feeding in the event of the 5. A written plan of action for responding to a chlorine gas
failure of recirculation equipment. emergencyshall be posted and practiced by maintenance staf

(c) Active ingredients.
(d) Directions for use.
(e) Hazardous ingredient warning.

(4) HanpLinGg. (a) Smoking. Smoking by anyone handling
chemicalsor by anyone withirthe immediate vicinity of chemi
cals being mixed is prohibited.

(b) Material safety data sheeMaterial safetydata sheets shall
bereadily available at the pool attraction afelaevery chemical
used.

History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.
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6. The doors to all rooms in which a chlorine gas feeder is (a) Positive displacement disinfectant feeditgguid chemi
locatedor a cylinderof compressed chlorine gas is located atalsshallbe fed into water circulation piping or a gartank or
storedshall be labeled “DANGER-CHLORINEAS” in clearly vacuum filter bymeans of a positive displacement feeder either
readabldetters. at full strength or diluted. If calcium hypochlorite or another

7. Light switches and exhaust switches shall be located offf€micalthat forms a residue is used, a 2— tapitem shall be
side of the chlorine gas storage room. used. One tank shall be used for mixing the solution settling

8. Chlorine cylinders shall be storgmtloors in an area having mg E(raeccc:ﬁEattgr'wm‘grcnljeigtrri"t?uutligr? hall be decanted or siphoned into
approximatelythe samair temperature as the room housing the ' .
chlorinator ancshallbe sheltered from a direct source of heat or (?) Flow-—through feeders.The chemical usedhe manner of
sunlight. Cylinders shall be in an upright position and sball usageand the quantity used a flow-through feeder shall be as
chainedor strapped to a rigid support. Cylinders may not chommendedby the feeder manufacturer' ) .
movedunless the protection césecured over the valve. Empty (€) Dry feeders.Feeders used for feedidgy chemicals into
cylindersshall be tagged to indicate they ampty Cylinder ~Watercirculation piping, a sge tank, or vacuum filter shall be
valvesshall be closed. maintainedfor proper operation.
Note: Sees. Comm 90.12 (2) for design requirements for gas chlorination-equip (4) CHEMICAL CONCENTRATIONSAND RESIDUALS. (a) Mink
ment. mum disinfectant residuals. Except as provided in (g feed
(3) Feebing. Disinfectantand filter aid feeding shall be con ing shall result in the minimum disinfectant residualsTable
ductedas follows, as applicable respectively: HFS172.14.

TABLE HFS 172.14
Minimum Disinfectant Residuals

Swimming and Activity Pools Minimum Fr ee Total Bromine
Chlorine Residual
Swimming and Activity Pool 1.0 ppm 3.0 ppm
Swimming and Activity Pool \ith Stabilizer 1.5 ppm N/A
Wading Pools
Wading Pool 2.0 ppm 4.0 ppm
Wading Pool Vith Stabilizer 3.0 ppm N/A

Whirlpool, Exer cise, Therapy Pools
Whirlpool 3.0 ppm 7.0 ppm
Whirlpool With Stabilizer 4.0 ppm N/A

Water Attractions Other Than Those Specified
Water Attraction Other Than Those Specified 1.0 ppm 3.0 ppm
Water Attraction Other Than Those SpecifiedW\Stabilizer 1.5 ppm N/A

Plunge Pools and Veve Pools

Plunge and \&ve Pool 2.0 ppm 5.0ppm
Plunge/ Véve Pool Vith Stabilizer 3.0 ppm N/A

Interactive Play Attractions
Interactive Play Attraction 2.0 ppm 5.0 ppm
Interactive Play Attraction Wh Stabilizer 3.0 ppm 7.0 ppm

Waterslides and Pool Slides

Waterslides and Pool Slides 2.0 ppm 5.0 ppm
Waterslides Wh Stabilizer 3.0 ppm N/A
(b) Cyanurates. The water cyanuric acid concentration maghallbe treated to breakpoint chlorination usinghlorine product
not exceed 30 ppm. or a nonchlorinated oxidizer sues potassium peroxymonosul
(c) pH contol. The watets pH shall be maintained within afate. Isocyanurates may not be usedeach breakpoint chlorina
range of 7.2 to 7.8. tion. The poolshall be closed to the public during periods of

(d) Alkalinity. The total alkalinity of pool water shall be main Préakpoinichlorination when a chlorine product is used.
tainedbetween 6@nd 180 ppm as calcium carbonate unless it can () Maximum chlorineesidual. The maximum chlorine resid
be shown that another level of total alkalinity producksmically ~ualin any pool shall not exceed 10 ppm.
balancedwater based on calculations approved by dbpart (g) Maximum total bomine. The maximum total bromine in
ment. a pool shall not exceed 20 ppm.

(e) Combined chlorine When combined chlorine exceeds 0.5 (5) ELECTRONIC MONITORING DEVICES. (a) Whenoxidation
ppmin an outdoor pool or 0.8 ppm in an indoor pool, the watpotential controllers are used the water potential shall be kept
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between650-850 mV When the water potential reads below 650 3. When bacteriological analysis is perfornfedstaphyle
mV or above 850 mV the operator shall manually test the pamcci,the count may not exceed 5@anisms in 400 mL sample.

waterwith an approved test kit. (4) ALGAE CONTROL. An algaecide may be used in a pool if the
(b) When a waterslide plunge pool or a wave pool is equippattjaecidecomplies with sHFS 172.14 (2) and is used according
with approved and properly functioning electronic monitoringy the manufacturés directions for potable water
devicesto control the chlorine residual and pH level, the free History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.
availablechlorine residual may be a minimum of 1.0 ppm.
History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08. HFS 172.17 Water test kits. (1) A test kit of a type
. o ) approvedby the department shall be maintained for testing the
HFS 172.15 Alternative disinfection systems.  Any ool water pH; the disinfectant residual; the combined chlorine

oneof the following supplemental systems may be added to a pRgle|, whenchlorine is used; the total alkalinity; and the cyanuric
if an automated disinfectiosystem is in place and on line to main a¢id concentration, when used.

tain the disinfectant residuals unda_IbTe HFS 172.14: (2) Testkit reagents shall be storetthe original labeled cen
(1) CHLORINE GENERATORS. Chlorine generators shall be NSRginer and shall be replaced as recommended by the manufacturer

approved and installed according to NSF and manufacturer . . .
instructions. An additional disinfection system shall remain on_ (3) Thedisinfectant testing reagestall be diethyl-p—pheny

; : ; : .~ lenediamine (DPD) in powder or liquid form. A test kit using the
:cligg tlg gr%/gﬁnzhgo(??giil)ty(é?_ superchlorinatewfager as speci titrimetric method (AS-DPD) for chlorine and bromine testing

., and colorimetric comparators used for additional water testin
(2) OzoNE GENERATORS. (@) Ozone generators shall prowdpsh p g

; - f IIbe approved by the department and shall providadcurate
gciorr%g?[\tratlon of ozone in the return line to the pool not to exc'%%%parisorin the required range for each test as stated in s. HFS

. . ) 172.14(4). The test equipment shall provide for direct measure
(b) The generator shall be electrically interlocked with thgent of free andcombined chlorine from 0 to 10 ppm in incre
recirculationpump to prevent the feeding of ozone wherrélo#  mentsof 0.2 ppm. If bromine is used, the testing equipment shall
culationpump is not operating. A flow sensor controller may al§govidefor directmeasurement of total bromine from 0 to 20 ppm

be used to turn dfthe feeder when flow is interrupted. in increments of 0.2 ppm.
(c) Off-gassing of ozone shall not resinlitozone levels in the  History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.
equipmentroom or pool area exceeding 0.1 ppm.

(3) ULTRA VIOLET LIGHT. Ultraviolet light units shall be NSF HFS 172.18 Water testing frequency . (1) Exceptas
testedand approved for use in water disinfection systems apdovidedunder sub. (2) or (3), water shall be tested for pH ard dis
installedpursuant to NSF requirements. infectantresidual daily before the pool is open to the pubtic

History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08. beforethe pool is in use, and at least one otitae during the
day’speak patron load. When chlorinaused, the water shall also

HFS 172.16 Water quality . (1) GENERAL REQUIREMENT. be tested at least twice a week for the combined chlorine level.
Poolwater shall be free of chemical, physical and microbial sutivatershall also be tested at least once a week for total alkalinity
stancesknown to be, or suspected of being, capablereéting \Whencyanuric acid is used in the water basin, the cyanuric acid
toxic reactions or skin or membrane irritations. concentration in the water shall be tested at least once a week.

_ (2) WaTerCLARITY. Watercontaining 0.5 or less Nephelomet  (2) Exceptas specified under sub. (3) water in a whirlpool,
ric Turbidity Units is consideredlear The main drain shall be therapypool, or exercise pool shall bested for pH and disinfec
readily visible from the pool deck. tantresidual before the pool is open to the public or beforpdbk
Note: Water containing 0.5 or less NephelometrichHidity Units is considered isin use and at least 4 times dail§or at least 2 of these times, the
clear. testing shall be done when tpeol is in use. \ater shall be tested

Tht(aad)eV\z/aArI;ReﬁtA'(\)Arp'Lthg e(r?t) miargg:géosl;er%t'?gs %?dggllys;sté  @tleast once daily for combined chlorine, when chiorine is used,
P 'S ag Y p pool w. dat least weekly for total alkalinity

microbiologicalanalysis in evaluating water qualityhe analysis , . )
of water samples shale performed by a laboratory accredited by (3) Waterin a pool thahas a properly functioning electronic
the Wisconsin department of agriculture, trade, and consund@pnitoringdevice installed to control pH and disinfectant resid
protection,and comply with the procedures established in the 214! shall be manually tested at least once a day for pH and disinfec
edition of Standard Methods for the Examination ohtér and tant residual with an approved test kit as specified in s. HFS
Wastewaterpublished jointly by the American Public Health172.17. The operator shall continually monitor the device to
Association,the American \&lter Works Association and the determinef it meets operating criteria specified in s. HFS 172.14
WaterEnvironment Federation. These monitoring activities mdyp)- _

be supplemented with additionadicrobiological analysis, which ~ History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.

shallbe performedy an accredited laboratory certified in those

methods. HFS 172.19 Water supply and temperature.

Note: Primary protection from the risk of microbiological disease acquired froffil) WATER SUPPLY PROTECTION. A minimum air—gap of 2 pipe
poolsis achieved through monitoring and maintaining pH levels and disinfectigfiametersor 6 inches. whichever Isss. shall exist between the
residualsin the recommended ranges. A list of accredited laboratories mayg‘ . ' .
obtainedby calling the Visconsin department of agriculture, trade, and consum Btablewater supply inleind the overflow point of any pool,
protectionat 608-224-4712 or by email at wvdatcp.state.wi.us. The 21st edition makeuptank, suge tank, solution tank, oslurry tank unless

of Standad Methods fothe Examination of Wer and Wiistewatemay be consulted - gnotherdepartment-approved backflamd backsiphonage pre
atthe ofices of the revisor of Statutedfioé at wwwilegis.state.wi.us/rsb/index.html ventiondevice is provided.

andmay be purchased from the American Publé&alth Association, 800 | Street,

N.W., Washington, D.C. 20001-3710. ) _ (2) WateR sourck. The water supplied to a pool shallfbem
(b) Bacteriological standats. Water quality should beain  a source approved by the department of natural resources under
tainedto meet the following standards: ch.NR 108, 81 or 812.
1. When bacteriological analysis of total coliforms is-per (3) WarerLevEL. Proper water level shall be maintained at all
formed,no coliforms are present in a 100 mL sample. timeswhen the pool is open. atér levels in pools with skimmers

2. When bacteriological analysis performed for the hetero shallbe maintained at a level such that the weir is half sugeder
trophic plate count, the total count may not exceed 200 coloniBsolsdesigned with gutters shddave a continuous water supply
in a 1 mL sample. overthe gutter to provide fctive skimming
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(4) WATER TEMPERATURE. (&) An accurate thermometer shall 5. The number of lifeguards or attendants on duty pursuant
belocated in the pool wateeturn line and shall be accessible foto s. HFS 172.23.
observatiorby the operator 6. A diagram of the facility that indicates the placemefnt

(b) Except in par(d), the water temperature of an indoor podttendants|ifeguards, chairs and stations for both average and
shallbe between 72°k25°C.) and 95°K35°C.). The minimum maximum patron capacity The diagram shall include each

water temperature for an outdoor pool shall be .63%°C.). obstruction.
(c) The water temperature in whirlpools may not exceed 104°F 7. A method of communication when 2 or more attendants or
(40°C.) lifeguardsare required for a water attraction.

(d) Cold soak pools may be operated at a lower temperature(c) A pool that isnot required under s. HFS 172.23 to have a
thanspec|f|ed under pa(b). The pool shall post the water tempenifeguardshall post a sign that states, in letters #inata minimum
atureon signage as required under s. HFS 172.29 (5). of 4 inches high, “No Lifeguard on Duty”.

History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08. (d) A plan required under pe(a) for a Whirlpool that is located

in a waterattraction complex shall specify that at least one attend

ant shall provide periodic supervision. If a whirlpool is not super

. visedby an attendant at all times, a sign shall be posted that states
HFS 172.20 Operator. (1) Poois. (a) General BQUIre- i jetters at least 4 inches high: “Non-guarded area.”

ment. Each p00| shall be under th_e Supervision of at least orl%Iote: To submit a lifeguard and attendant taf plan to the department or to

operatorgexceptthat contiguous multiple pools operated under th&terminevhich agento submit a lifeguard and attendant ttef plan to, write or

sameowner may be supervised by one operator phone: Bureauof Environmental and Occupational Healtl) FBox 2659, Madison,
s -Wisconsin53701-2659 (608-266-2835).

(b) Operatorresponsibilities.Each operator shall be respensi > A f h Jif di Sifi

ble for pool operation and maintenance including equipment shyt (2) QUALIFICATIONS. (@) A copy of each lifeguarding ceriifi

down, backwashing, daily maintenan@nd vacuuming, and cation,first aid certification, and CPR certification held by dife

maintenancef water quality pursuant to s. HFS 172.1 ' guardstaf shall be maintained at the pool and shall be made avail

ablefor inspection by the department.
(2) SPECIAL REQUIREMENTSFORWATER ATTRACTIONS. () Cer- b At fthe Iif d ired und HES 172,23
tified water attraction operatorequired. 1. Each water attraction . (P) Atleastone of the lifeguards required under s. -

andwater attraction complex shall be &affby at least one certi (1) to supervise a water attraction that has a surface area of 2,000
fied waterattraction operator by January 1, 2009. An owner ofSgluarefeet or more and a water depth greater than 4 feet shall have
waterattraction or water attraction complex that first applies fgf"€Or more of the following additional certifications:

apermit under s. HFS 172.05 after January 1, 2009 shall edstaf 1. American Red Crossatér Park Lifeguard certificate.

by a certified water attraction operator within 90 days after receiv 2. National AquaticSafety Company Lifeguarddining cer

ing a permit to operate the water attraction or water attractitficate.

Subchapter Il — Staffing Pools

complex. 3. National Pool and Wter park Lifeguard rining certifi-
2. The owner of a water attraction_ or water a_ttraction complexte.
shallreplace a certified water attraction operatithin 90 days 4. Other water park certification approved by the department.

aftera certified operatds departure. (c) Attendants may sfafvater attractions, waterslides, or pool

(b) Documentation otertification. Current certifications of ¢jidesto assist patronsAttendants mav not be used in place of
certified water attraction operator stahall be maintained at the lifeguards. P y P

waterattraction and water attraction complex. 3) L At all
History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08. (3) LIFEGUARD IDENTIFICATION AND ASSIGNMENT. (&) At a

timeswhen on duty a lifeguard shall wear cloththgt is conspic
HFS 172.21 Responsible supervisor . (1) Eachpool uouslymarked “Lifeguard” or “Guard”, a rescue tube with ahar

shallbe under the supervision of at least one resporsiiplervi nessas instructed in national certification coursasl a whistle.
sorat all times when the pool is in use or is open to the public. The(b) A lifeguard who is assigned to supervise a pool or water
responsiblesupervisor shall ben the premises or available via aattractionmay not be assigned duties that may distract the life
phonenumber posted by the ergency phone to respond to anguard’sattention from observing a patron in the pool or water
unsafeor unsanitary condition at any time the pool is open for usgtractionarea or that may hinder the lifeguarability to provide
Theresponsible supervisor shall maintain oréesure that safety immediateassistance to a patron.
equipmenis in place, and enforce pool use regulations governingistory: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.
safety,sanitation and water testing.

(2) The responsible supervis®hall have the authority to HFS 172.23 Lifeguard and attendant placement and
closethe pool as necessary under s. HFS 172.30. staffing requirements. (1) GeENerRAL. (a) 1. Each podiav

History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08. ing a surface area of 2,000 square feet or morelshaligied pur
suantto Table HFS 172.23-A anthble HFS 172.23-B when the

HFS 172.22 Lifeguards and attendants. (1) LiIFe-  poolisin use or is open to the public. If the requirementsiier
GUARD AND ATTENDANT STAFFINGPLANS. (a) The owner or opera HFS172.23-A and able HFS 172.32-B conflict, the pool shall
tor of a pool, including a whirlpool over 4 feet deep and a pool widbmply with the strictest requirements ailleHFS 172.23-A or
avisual obstruction, and the owner or operator of a water attraableHFS 172.23-B.
tion or water attraction complex shall submit a written, proposed 2 An operator may close a portioha pool to patrons in order
lifeguard an’d attendanstafing plan to the department or theiy meet the square footage limits iable HFS 172.23-A for life
department'sagent for approval. The owner operator shall g ardstafing, except that lifeguard sfafg requirements for a
keepa copy of the plan at the pool. The plan shall include all gol of 2,000 to 4,999 square feet shall be maintained.

the following: . 3. When the patron load of a pool exceeds 336 patrons, one
1. The square footage of the pool, water attraction, and wWajigtqardshall be provided for each additional 100 patrons of frac

attractioncomplex as applicable. tion thereof.
2. The maximum and average patron load. (b) A pool type that is natddressed indble HFS 172.23-A
3. The hours of operation. or HFS 172.23-B shall request evaluation by the department and
4. The location of each lifeguard station and each first aid sfallow the requirements specifidy the department following the
tion. evaluation.
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(c) An additional lifeguard shall be provided for every 2 slideulesshall be stationed at the entrance to the waterslide flume.

flumesinstalled at gool other than a separate waterslide plunge (2) Eachpool that is not required to have a lifeguard shall post
pool. a sign with letters at least 4 inches high statingatiihg: No
(d) An attendant responsible for enforcing waterslide usagé&eguardon Duty”

Table HFS 172.23-A
Required Number of Lifeguards Based on Squar Footage

Lifeguards for Lifeguards for Lifeguards for
Actual a Pool or Vdter Attraction 9 . 9 .
. a Pool or dter Attraction of | a Pool or Veter Attraction of
Patron with a Surface Area of
5,000 to 9,999 10,000 or
Load * 2,000 to 4,999
sq. ft. More sq. ft.
sq. ft.
1-60 1 2 3
61— 136 2 3 4
137 — 236 3 4 5
237 — 336 4 5 6

* When the patron load exceeds 336 patrons, one lifeguard shall be provided for each additional 100 patrons or fraction thereof.

Table HFS 172.23-B
Required Number of Lifeguards and Attendants Based on Poolype

Pool Type Lifeguard and Attendant Staffing Requirements

Activity Pools At least one lifeguard is required if the pool contains one of the following:

1. A pad walk.

2. A tethered floatable more than 18 inches long in 2 directions. Appendages such as alligator
feet should not be included in determining the length.

3. A non—tethered floatable. Non-tethered floatables do not include tire inner tubes used in lei
sure rivers or waterslides.

Leisure Rivers At least one attendant is required at the entrance of the leisure Tiverattendant shall have a
clear line of sight for all areas of the river additional attendants are required so that all areas
of the river are in view of at least one attendant.

Vanishing Edge Pools | At least one lifeguard regardless of the square footage, unless the water attraction is limited to
adult use only

Vortex Pools and Current At least one lifeguard is required whenever the pool is occupied by a patron.

Pools
Wave Pools At least one lifeguard is required regardless of the square footage of the pool. Additienal life
guard stdfng shall be based on the patron load requirementabfe THFS 172.23-A.
Pools with a sual At least one attendant is required if the pool has a visual obstructien taan 10 feet in length
Obstruction by 6 feet in height by 5 feet in width or if the visual obstruction covers more than 20 percent of

the pools basin.

Pools with Diving Boards| At least one lifeguard for every 2 diving boards or platforms in the same pool.
or Platforms

Pools with Slides 1.  Childrens Slide: No attendant is required.
2. Poolslide: Greater than 4 feet but less than 6 feet in height, which drops into water greater
than 4 feet deep: At least one lifeguard.
3.  Poolslide: Less than 6 feet in height, with an obstructed view of slide terminus at 43 inches
at entry point: At least one lifeguard.
4.  Drop slide: Less than 6 feet in height: At least one lifeguard
5.  Run-out slide:
Greater than 6 feet in height clear view of the terminus end: At least one attendant on top
platform.
Greater than 6 feet obstructed view of the terminus end: At least one attendant on top and
bottom of run—out.
Less than 6 feet clear view of terminus end: No attendant or lifeguard required
6. Waterslide:
Greater than 6 feet: Attendant on top of the slide, lifeguard on bottom and means of
2-way communication between attendants and lifeguards.
Less than 6 feet with a clear view of terminus end and no obstructions around slide: At
least one lifeguard.

Wading Pools \Wading pools do not require a lifeguard or attendant unless there geakstruction per Comm
90.18 (3) and 90.30 (3).
Exercise Pools Exercise pools do not require a lifeguard or attendant.
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Pool Type Lifeguard and Attendant Staffing Requirements
Whirlpools If a whirlpool is located within a water attraction complex, at least one attendant shall provide

periodic supervision of the whirlpool. If a whirlpool is not guarded or attended with an attendant
assigned at all times, a sign shall be posted that states in letters that are at least 4 inches high:
Non-guarded area.

Therapy Pools At least one attendant who has current CPR certification is required for a therapy
Interactive Play Attraction| An interactive play attraction not restricted by an enclosure shall have at least one attendant on
(Splash Pads) the premises. The attendant shall provide periodic supervision of the water attraction as specified

in the stafing plan.
History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.

HFS 172.24 Instructional programs. A pool thatis 2. Arescue tube.

usedfor instructionalpurposes shall be stefl by a lifeguard  (c) The safety rope required in s. Comm 9q8shall remain
whenthe instructional program is isession. If the coach orin placeexcept during a lifeguarded activity or adult only lap
instructorthat provides instruction durinthe program is a lift  swim. The responsible supervisor shall ensure the isojpeplace
guard, the requirement of thisubsection is met provided theduring required times.
coachor instructor can supervise the entire group. A pool thatnor 4y A spine board with straps and héadnobilizer in good
_matlly rfte_quwles a lifeguard and tkr:al'l[ L)S open to_gh%pubgg_tqunnlg 8Bnditionshall beavailable at a pool where a lifeguard is required.
Instructionalprogram session shail be supervisgan additiona (2) TeLerHoNE. For outdoor pools, a working telephone shall
lifeguardor attendant pursuant to s. HFS 172.23. be available in the pool area. For indoor pools, a workébe
History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08. p ea. poals,
phoneshall be available within the enclosed area around a pool.
Subchapter [V — Operation and Management A current list of emegency numbers and the faciligyffocation
shallbe attached to or posted near the telephone. Cellular er cord
HFS 172.25 Permissible patron load. (1) Warer l€SSphones may not be used to comply with this subsection.
; H Note: A requesfor an alternative location for a telephone or another system of
ATTRAF:TIQI\.IS. ThemaXImum.number of patrons permitted to b ommunicationthat provides access to emency service during hours of pool
in an individual water attractiot any one time shall be calculateGperationmay be made under s. HFS 173.02 (2).
on the basis of allowing one patron for every 15 square feet offistory: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.
watersurface area. Theplash zone of any water attraction shall ) ) . ) S
be included in the calculation of the water surface. HFS 172.27 First aid supplies. (1) A first aid kit of a
(2) PooLs. (a) Pools used for swimming and combinatior?ortapprove‘j by the department and 2 durable blankets in good

pools. The maximum number of patrons permitted to be in tﬁ:@ndit_ionshall be available at each pool area. The first aid kit shall
waterof a pool used for swimming or a combination pool at arﬁpntamall of the following items:

onetime shall be computed on the basis of allowing one péaron ~ (8) Gauze pads ~'4 4”.
every 15 square feet of the shallow portion of the pool and one (b) Gauze pads <8 10".
patronfor every 25 square feet of the deep portion of the pool. (c) Adhesive bandages.
Threehundred square feet of pool water surface arounddach  (d) Triangular bandages.
ing board and platform may lexcluded in computing the permis (e) Scissors
sible patron load. An additional 10 patrons for each divingrd f G '" band
shallbe included in the computation. (f) Gauze roller bandage.

(b) Whirlpools. Themaximum number of patrons permitted ©) Tweez_ers.
to be in the water of a whirlpool at any one time shall be computed(n) Adhesive tape.
on the basis of allowing one patron for every 10 square feet of (i) Eye wash.
whirlpool surface area. () Elastic bandage.

(c) Wading pools. The maximum number of patrons permitted (k) Disposable sgical gloves.
to be in the water of a wading poatiany one time shall be cem (L) Resuscitation pocket face mask.
putedon the basis of allowing one patrfm every 15 square feet (m) Instant cold packs.

of wading pool surface area. . (2) Biohazardsafety equipment, including a blood and bioha
(d) Therapy and exefse pools. The maximum numbesf ;4 gisposal kit shall be located at the first aid station or another

patronspermitted to be in the water of a therapy or exercise pqétation on the premises approved by the department.

atany one timeshall be computed on the basis of allowing one yisiory: cR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.

patronevery15 square feet of the shallow portion of the pool and
onepatron forevery 25 square feet of the deep portion of the pool. HFS 172.28 Food and drink. Food or drink service fagili
History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08. tiesmay not be located within 12 feet of the watedge of a pool.

. History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.
HFS 172.26 Rescue equipment. (1) REQUIRED EQUIF-

MENT. (a) All rescue equipment shall beaintained in good HFS 172.29 Posting pool and water attraction  rules.
repair.Rescue equipment shall be mounted in a conspicuous plée GENERAL. (a) The operator shall post padgde rules gov
andshall be readily accessible. erningsafety and sanitation and shall enforce those rules.
(b) For each basin of water over 4 feet in length and over 2 feet(b) A legible sign showing pool use rules shall be posted in
deep,a shepard crook—type pole shall be provided. In additiongonspicuousplace or places in the pool area. The sball
for each lifeguard chaior fora pool 30 feet or more in width thatincludeat least all of the rules in this paragraph in letters at least
doesnot have lifeguard chairat least one of the following shall oneinch high. Pool rules in connection with wagdtractions,
be provided: therapypools or other specialized pools defined in s. Comm 90 or
1. A ring buoy having a minimum outside diameter26f this chapter may not beliminated or modified without approval
inches. Each ring buoy shall be attached to a 1/4 inch heing by the department.
alength not less tharlf2 times the maximum width of the pool 1. Do notenter the pool if you have a communicable disease
or 50 feet, whichever is less. or an open cut.

RegisterAugust 2007 No. 620


http://docs.legis.wisconsin.gov/code/admin_code

File inserted into Admin. Code 9-1-2007. May not be current beginning 1 month after insert date. For current adm. code see:

http://docs.legis.wisconsin.gov/code/admin_code
420-5 DEPARTMENT OF HEALTH AND FAMILY SERVICES HFS 172.32

2. Do not bring food, drink, gum or tobacco into the pool.  (e) Diaper changing is permitted in designated areas andly
3. Shower before entering the pool and after use of toilet fadilot allowed on splash area.

ities. History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.
4. Do not run or engage in rough play in the pool area. HFS 172.30 Pool closing criteria.  Any of the following
5. Do not bring animals into the pool area. conditionsor situations shall constitute §iafent reason for the
6. Diaper changing on the pool deck is prohibited. operatoror responsible supervisor to close a pool or for the depart

7. Glass and shatterable items are prohibited in the pool ar@@ntor its agent under s. HFS 172.07 (3) to order thaptiot

(c) A pool that is 200 square feet in area or greater that ddq&closed: o
not have an approved diving well configuration shall have “NO (1) The presence of a hazardossbstance or object in the
DIVING” signsin at least 4-inch high letters included with thé?00l or the existence of any condition creating an immediate dan
ruleslisted under parb). gerto health or safefyncluding fecal accident events.

(d) A sign showing the maximum patron load shall be conspic (2) Failureto comply with the water quality requirements in
uouslydisplayed in each pool area. The maximum patron loadagiFS 172.16.

statedin s. HFS 172.25 may not be exceeded. (3) Failure to comply with the disinfectant residual levels
(e) If non—toilet-trainecthildren are permitted in the pool, theestablishedn s. HFS 172.14. or pH values that are less than 6.8
childrenshall be required to wear swim diapers. or equal to or greater than 8.0.

(2) POOL SLIDES AND WATERSLIDES. For the plunge section of  (4) A non—operational circulation pump, filter disinfectant
apool, the pool use rules signage required under(&ubhall also feeder. _ ) _
be conspicuously posted at the entrance to the slide tower and5) Failure tocomplywith the number of lifeguards or attend

includeall of the following rules: antsrequired in s. HFS 172.23.
(a) Do notuse the slide while under the influence of alcohol (6) Absence or non-availability of a responsible supervisor
or drugs, History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.

(b) Follow the instructions of the attendant. HFS 172.31 Fecal accident response. (1) In respone
(c) No standing, kneeling, rotating or stopping in the flumejng to a fecal accident, the operator shall consider guidelines for

(d) Keep your hands inside the flume. fecalaccidents in pools used for swimming publisbgdhe fed
(e) Leave the plunge area immediately eral centers for disease control and prevention.
(f) WARNING: Water depth is feet. Note: Centers foDisease Control guidelines for responding to fecal accidents and

! . . bloodand vomit spills my be viewed at: http:/mwvedc.gov/healthyswimming/feca-
(3) WHirLPoOLs. For whirlpools, the signage required undelacc.htm.

sub.(1) shall also be conspicuously posted in the whirlpool area (2) The operator shall document each fecal contaminatson
and include all of the following rules preceded by tverd follows:
WARNING conspicuously printed in at least 1 inch letters: (a) Thedate and time of the event and the free available chlo
(a) Elderly persons and personsfetihg from heartlisease, rineand pH level at the time of the event and afterevent, before
diabetespr high or low blood pressusiould not enter the whirl re—openinghe pool to the public.
pool. ) _ (b) Whether the stool is formed or loose.
(b) Minors under the age of 12 who amesupervised may not  (¢) The procedures followed responding to the fecal contam
usethe whirlpool. ination.
(c) Persons under the influence of alcatrofirugs may notuse  (d) The number of patrons in the pool and the length of time
the whirlpool. betweerthe occurrence, detecticand resolution of the incident.
(d) Pregnant women should consult their physician regardingHistory: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.

whirlpool usage.

(e) Lengthy exposure may be hazardougdar health and _ HFS 172.32ThMonth|Iy repotrts and record;,t).| (1) Oe ER“l
may result in nausea, dizziness or fainting. ATING REPORTS. The pool operator or responsible supervist

. . . completemonthly reports of daily pool operation on forms-pro

(f) Minors under the age of 6 and under are not permitted in &]ﬂed by the department or agent. The monthly reports shall be
whirlpool. submitted as requested, to the appropriate regiorfidebf the

(4) VORTEX POOL AND CURRENTPOOLS. For vortex pool and departmentr to the agent as appropriate no later than the tenth
currentpools, thesignage required in sub. (1) shall also be-coRjay of the following month.
spicuouslyposted in the vortex pool and current pool area andiote: To obtain copiesf the Departmerg form for monthly reporting of daily

include “Artificial Current; Strong Swimmers Onlyin 4 inch or  public pool operationsr to determine which agent to contact to obtain copies, write
Iargerletters or phone: Bureau of Environmental and Occupational Hea@h Bdx 2659 Madi-
. son,Wisconsin 53701-2659, 608-266—-2835.

(5) CoLp soak pooLs. For cold soakpools, the signage (o) Dearh, INJURY, OR ILLNESS REPORTS. The operator shall
requiredunder sub. (1) shall also be conspicuously posted in thgortincidents resulting in death, serious injury or illiness that
cold soak area and include a sign that states the water tempergif@iresassistance from engamcy medical personnel, by the end
in Fahrenheit in at least 4 inch high letters. of thenext working day following the incident by phone or fax to

(6) INTERACTIVEPLAY ATTRACTIONS. Signage shall be conspic the department or agent.
uouslyposted on the periphery of the interactive play water attraCNote: Report deaths, injuries or illnesses to the Bureau of Environmental and
tion and shall clearlgtate all of the following in at least 1 inchlet OccupationaHealth by calling 608-266-2835 or fax to 608-267-3241.

ters: ~ (3) FiLEs. (@) The operator shall maintain on the premises a
(a) Do not enter the interactive play attraction if you have f§e containing a copy of each of the following:

communicabledisease or an open cut. 1. The monthly operating reports required under sub. (1).
(b) Do not bring food, drink, gum, tobacco, glass, or street 2. Each laboratory bacteriological report.

shoesinto the interactive play attraction. 3. Each fecal accident report made under s. HFS 172.31.
(c) Do not bring animals into the interactive play attraction 4. In addition to the reports listed under subds. 1., 2., and 3.

area. any other report submitted to the department or agent for the pre
(d) Recreational wheel-based methadisransportation are ceding2 year period.

prohibited. 5. A copy of the most current version of ch. HFS 172.
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6. Pool construction plans. (9) A continuous supply of toilet tissue shall be provided in
7. The manufacturés pump performance curve, manogl Permanentljinstalled dispensing devices. _
instruction on filter operation, recommendations for operation (h) If bathing suits or towels or caps are furnished to patrons,
andmaintenance of all equipment, and instructions and other ptivey shall be thoroughly laundered with deemt and machine
tinentinformation on pool operation and maintenance. driedafter each use. Clean suits, towels and shp# be stored
8. The most recent Federal centers for disease control recé@Paratelyfrom unlaundered articles.
mendationgor fecal accidents or other planriesponse to fecal (i) Hose bibbs shalbe conveniently located to adequately

accidents. rinseand sanitize floors in showatressing, and toilet facilities.
9. Daily inspections and operational tests as specified in s.(3) GARBAGE AND REFUSE. All garbage and refuse shalé
HES 172.37. storedin metalor rigid plastic containers having tight—fitting lids.

(b) All records shall bekept at least 7 years, except thaf suficient number of containers shall be provided for all garbage
monthly reports, fecahccident reports, daily inspection results@ndrefusegenerated. Filled containers of garbage or refuse shalll
andoperational tests shall be kept for at least 2 years. be covered and stored in manner to prevent harborage for
() All of the documents under paa) shall be accessible torodents,msect attraction and breeding areas, odmslron.men
the operator and the department orpa ont tal pollution and accidents. The contents of the containers shall
Histgr : CR 06-086: cr RegFi)ster August 2oo7g No. 620, eff. 2-1-08 bedisposed of as needed and in a sanitary manhtcontainers
v ’ e : shallbe kept clean and maintained in good repair

(4) WATER HEATERS, VENTILATION, ELECTRICAL. (a) MWater
heatersand heaexchangers shall be maintained in operating con
dition.

(b) Heating, ventilation, and exhaust equipment shall be-main

inedand operated to provide air movement as required by chs.

the pool interior shall be refinished as necessary to maintain it'; “Em 61 t(IJ 65 to prevent anly excessive condensation and air
acleanable condition. Theool and water area shall be maintaine§u2lity problems in indoor enclosures. o
in a clean and sanitary condition. Glass and shatterable plasti€c) Electrical equipment and lighting shall be maintained in

itemsshall be prohibited in the pool area. goodrepair and in operating condition.

(b) Deck maintenance and cleaningool areas and appurte re(!]\‘uci):gén':ﬁ{g.r to ss. Comm 90.14 and 90.17 for department of cominsta#ation

nances, including safety pads, shall be maintained in good repaifistory: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.
andshall be rinsed daily to prevent microbial growth. Indoor pool
decksshall be disinfected at least weekDepth markings along  SubchapterVV — Pool, Slide, and Vdter Attraction

HFS 172.33 Facility maintenance, repair and sanita
tion. (1) PooLAREA. (a) General. Each pool shall be routinely
brushedor vacuumed to keep the baaimd surrounding appurte
nancedree of sedimentint, hair, debris, algae and slime growth
anddiscoloration. Cracks or other defects shall be repaired

the edge of the pool shall be maintained to be clearly visible and Construction and Design
readableThe deck shall be kept unobstructedept for easily
portablefurniture and equipment. HFS 172.34 Pool design. (1) Any object or material not

(c) Walls, ceilings and floors.The wallsceilings and floors specificallyapproved under this chapter or ch. Comm 90 that may
in the pool areahall be maintained in a clean and sanitary condiausehazardous conditions or interfere witfi@ént operation of
tion. apool, pool slide, waterslide or water attraction and deck may not

(d) Hosing. Hosing shall be provided in adequate lengths P& Permitted in the pool area. o
flush the entire pool deck. All hose bibbs shall be protected (2) All gates and doors into the pool area shall be maintained
againstbacksiphonage by the proper installation of an approvégdchecked for proper operation. Gates and doors shall be locked
backflow prevention device as required under s. Comm 90.13 (8jaenthe pool is not open to the public or is not in use.

(e) Equipment. Pool equipment, including equipment on the (3) All outdoor pool enclosures shall be at least 5 feet high.
deck, shall be properly located and installed and maint@indd  (4) All pool areas shall be enclosed and have self-closing and
repaired as necessary latchinggates or doors that are lockable.

(f) Spectator agas. The spectatoarea shall be maintained in  (5) During closed hours, a sign shall be conspicuously posted
a clean condition. Spectator areas with tables, chairs and otdt@tingthat the pool, pool slide, water slide, or water attraciiuh
obstructiongmay not block the deck. deckare closed.

A ; Fpn ; ; Note: See s. Comm 90.10 for additional rules relating to the outdoor poot enclo
(g) Drinking fountain. Each drinking fountain required under,

. . . re.
ss.Comm 90.09 (3) and 90.16 shall be maintained in clean andg) | andscapinglanters, pots or other plant containers may
sanitarycondition.

not be placedon the required deck area. Landscaping features

(2) SHOWER, TOILET AND DRESSINGFACILITIES. (&) The walls, sychas bark, gravel, shrubs, or flowers may be located witigin
partitionsand floors of showers, toilet rooms and dressing areggol enclosure but shall be separated friti® pool by an adeli
shallbe maintained in good repair and shall be cleaned and digjBnal 5 feet of impervious area or maintained lawn, orldmet
fecteddaily and more ofteif necessary to provide clean and saniscapingfeatures must be installed in a 4-inch depression and the
tary conditions. o _ depressedirea must be surrounded by a 42-inch high barrier

Note: See s. Comm 90.16 for additional information. ~ Landscapedareas within a pool enclosusiall be continually

(b) Showers shall be maintained in an operable condition amintainedo prevent debris from entering the wateesused
eachshower shall provide 3 to 5 gallons of water per minute. aslandscaping features may not overhang the requiredatteak

(c) Toilet room fixtures and diaper changing stations shall andmay not be located within@ool enclosure unless the sand

keptclean and maintained in good repair areais made inaccessible from the pool area by the location of a
(d) Lockers and furniture shall be cleaned as needed and m&fcurity—typebarrier that is ateast 42 inches high. There may be
tainedin good repair controlledentrances to the pool area if the entrances are controlled

. . andprovided with showers.
(e) Soap shall be continually provided at each hand WaShmgﬁstory: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.

sink and shower in permanently installed dispensing devices. The

dispensershall be maintained in operating condition. HFS 172.35 Waterslide and pool slide design.
() Individual towels in dispensers or hot air dryers shall &) All waterslides and pool slides shall be designed and installed
providedat hand washing sinks. asrequired in s. Comm 90.30.

RegisterAugust 2007 No. 620
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(2) Waterslideand pool slide lubrication shall be in accord Note: Horizontal members in a fence or gate may be used to improve construction
ance withs. Comm 90.30 (4) Run-out slide flume lubricatioR" efficiency, but should be minimized to reduce the ease of climbing.

systemsshall complywith the requirements in s. Comm 90.206, (k) Loading and unloading areas which are an integral part of
(3) (b) 2. and 3. the water attraction shall be separated from moving parbaby

. . ersor guardrails.
(3) The portion of the pool water surface that is used as a (L) A flexible barrier suchas a rope or chain, may be used to

lun rea for I sli r rsli hall in | : . :
geungrz?eci%moot%eeofge:\sldoef g]ev;?)fl ;Igemzn%e(?glg;)rgsgj )t;y t@@\/.en_taccess to the passenger—carrying devices, provided the
arrieris no longer than necessary and is controlled by an-autho

departmengs long as the slide is in use. .

History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08. rized attendant.

(m) Water attractions with movingweeps shall be guarded by

HFS 172.36 Water attraction, play features, and  @standard guardrail or a center cover desigmetimaintained to
slide design. (1) GENERAL. (a) Water attractions and play fea Safelysupport a minimum load of 200 pounds.
tures shall be designed, assembled, constractédnaintained in ~ (n) Where a spectator area is provided, it shall be separated by
accordancavith recognized safe practices as defined in s. Comarailing or other barrier from the water area.
34.01(15), and so that maximum patron loads do not stress any(2) INTERACTIVE PLAY ATTRACTIONS. All interactive play
partof the water attraction beyond recognized safe practices. attractionsshall comply with all of the following requirements:

(b) Interior and exterior parts of all watettractions a patron (&) If access to the interactive play attraction is not restricted
may come into contact with shall be free of abrasives and-splipy an enclosure, an attendant shall be present.
ters,sharp edges and corners, protruding studs, bolts, screws angh) Water drains shall be in good working condition.
otherhazardous projections. (c) Treesand vegetation may not be allowed in the interactive

(c) Padding or other means to minimize injury due to patrgiay attraction area.
impactresulting from the action of the water attraction shall be (d) Water spray features shall be activated for 30 minutes
providedin accordance with recognized safe practice, as definggforethe daily opening of the interactive play attraction.
in s. Comm 34.01 (15). l\'lote:I A ring buoy and shephegdtrook are not required to be present for an-inter

H H i i tiveplay attraction.

(d) All hazardous parts, including but nianited to pinch acHi:t'tJ)ry):/ “CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.
points,and shear points afater attractions and play features,
shallbe enclosed, barricaded or otherwise arrangeddotiokly HFS 172.37 Maintenance, repair , and modifications
preventinjury in accordance with recognized safe practice, &$ water attractions. (1) GENERAL. (a) Water attractions shall
definedin s. Comm 34.01 (15). be maintained, repaired amdodified in accordance with recog

(e) Guards removed for any purpose shall be replaced befoizedsafe practice, as defined in s. Comm 34.01 (15).
normaloperation of the water attraction is resumed. (b) Improperly maintained, repaired or modified water attrac

(f) Wheels and levers used by patrons in the contréhef tionsmay not be opened to the public.
actionof the water attraction shall be designed and maintaimed (c) 1. Defective, improperworn or missing parts shall be
preventpinches, strains, abrasions and body actions that coudghlacedor repaired. Maintenance, repair and replacement parts
resultin injuries. Wheels and levers shall be padded. Wheels slsiihll be of a quality equal to or better than the original parts.
havea solid center in lieu of spokes. 2. All work shall be performed by a competent qualified

(g) Water attractions shall be fenced, barricaded or otherwigsechaniccapable of understanding the function of the parts and
arranged in accordance with recognized safe practice, as defitiedproper installation.
in s. Comm 34.01 (15%0 that the public is ffctively prevented 3. Non-graded boltsjails, fasteners and wire shall be used

from entering hazardous areas. only for their intended purposes.

(h) Fences shall be constructed to meebfthe following 4. Rotted, split or otherwise structurally unsound material
requirements: shallbe replaced.

1. Fences shabe at least 42 inches above the surface on (2) INSPECTIONSAND TESTING. (a) General. The owner shall
which the spectators or patrons stand. arrangefor all water attractionto be periodically inspected and

2. Fences shall be constructed to reject a 4 inch ball at for operational tests to be performed as specified in this subsec

openingsjncluding between the bottom of the fence and the siion. Such inspections and tests shall be documented by written
faceupon which it rests. recordsand the records shall be kept as specified in s. HFS 172.32

3. Fences shall be designed, constructed and erected to inlgrgf:}l%b . . . . .
overturningby spectators or patrons. ) Daily inspection and operational testingater attractions

4. Where used, gates shall open away from the water-attrand all pool slides shall banspected and their operation tested

. ; . " - . gﬁchday before use by patrons. The inspection@retational
tlon.unless equipped W't_h a positive Iatchlng device. . testshall include the operation of all control devices and safety
(i) Gates shall be designed such that, if opened during the waigliipment.

attraction’soperation, the gate wifiot contact the water attraction (c) Waterslide inspection.Every five years all waterslides

or cause a hazard to patrons. S shallbe evaluated by an engineer for the structural stability and

() Fences and gates shall be constructed to inhibit spectag@égrity of the slide and platform. A copy of a report signed by
contactwith the water attraction and patron contaith fences or the engineer shall be kept on site as pursuant to s. HFS 172.32.
gates. History: CR 06-086: cr Register August 2007 No. 620, eff. 2-1-08.
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